NOTES:
1. PROVIDE SHOP DRAWINGS FOR ALASKA RAILROAD REVIEW.
2. ALL MATERIALS ARE 316 STAINLESS STEEL UNLESS OTHERWISE NOTED.
3. PROVIDE ALL FASTENERS WITH STAINLESS WASHERS UNDER TURNED ELEMENT AND NYLOC NUTS. A MINIMUM OF 3 THREADS MUST EXTEND BEYOND NUTS.
4. FABRICATE ZEE FROM 10 GA 316 STAINLESS STEEL.
5. FINISH: COMMERCIAL CLEAN STAINLESS UNLESS OTHERWISE NOTED.

NOTE: SOME ELEMENTS REMOVED FOR CLARITY.
NOTE: SOME ELEMENTS REMOVED FOR CLARITY.

TOP VIEW

FRONT VIEW

1. PROVIDE SHOP DRAWINGS FOR ALASKA RAILROAD REVIEW.
316 STAINLESS SWAGE LOCKED BAR
GRATING, BEARING BARS AT 3/4" ON CENTER
AND CROSS BARS AT 4" ON CENTER. 1" X
3/4" BEARING BARS WITH END BANDING.

TREAD TOP VIEW

SCALE = 1

SECTION DETAIL

SCALE = 1